E171ST1€171 sapons

Made in Japan

Wireless Intraoral Camera

1.36M
PIXELS

ONBOARDJ ANTI FOG

WIRELESS MEMORY LENS

The Einstein sapana has been favorably evaluated by an
independent non-profit dental education and product
testing foundation. Full data is available upon request.

Attachments ——

= Recharging Stand x1
® Disposable Camera Covers x100

The Einstein sapana is the perfect communication tool to increase your
patients' understanding and case acceptance. Because of the wireless feature,
there is no complicated set-up required. All the necessary functions and
features are equipped within the handpiece, and it works flawlessly with the RF

monitors.

Specifications ———
= \Weight: 125g

B |ength: 265 mm

® 1 hr. battery run time

® 16-image memory capacity

© HIGH RESOLUTION
< 1.36-Megapixel CCD

Super high quality CCD developed for intraoral images,
produce more realistic color, higher resolution, and
more natural gradation sequence.

=» Processor

New SX630 data processor was specially developed
for intraoral images. It processes the image data from
CCD sensor to deliver more smooth, low noise images
with realistic color.

© SIMPLE OPERATION

p <» Finger Tip Operation

Instant Capture  M»» Slideshow

High quality images can be instantly captured and
stored in the camera by single click on the freeze button.
Slide the button to review with your patients.

<» On Board Memory

It holds 16 images in its on board memory for
instant review.

© IMAGE CLARITY
<> Auto-Focus

No manual focusing is required. The camera instantly
adjusts focus from an arch to one tooth.

<» Anti-Fogging Lens
The 0.02-inch pin lens solves the problem of condensation,

which occurs when patient's breath makes contact
with the lens.

< White LED Light

The LED lights maintain the brightness and original
realistic colors for more clear and accurate intraoral
images. The LED lights do not require bulb replacement
and it reduces the maintenance cost in your office.

AUTO-FOCUS

© SUPER MAGNIFICATION

J

50x Magnification

Autoclavable

Dimensions (W/P/H) : 0.6"x 0.7" x 0.8"

Macro Lens Cap

This auto clavable 50 times magnification cap shows the details, which cannot be
seen on naked eyes or 3.5 microsurgical eyeglasses. Small cracks or fractures on
the tooth can be largely displayed on the monitor to provide vivid visual aides and
bring more awareness of oral condition among your patients.

50x

Image with Macro Lens Cap

Made in Japan




INTEGRATION WITH YOUR EQUIPMENT

© WITH TV

By connecting the Morse typeS
wireless video receiver, it can plug
into the video input jack on your

WIRELESS TV monitor. The necessary set up
is minimum. Simply plug & play.

Video Input
Morse typeS

© WITH RF WIRELESS MONITOR

All of RF cameras can integrate with
RF wireless monitors. The set up is

\))» as simple as turning on the power on
the monitor and the camera.

Doctor s Station

© WITH PC & USB PORT

USB Morse typeS is designed for doctors
who would like to instantly export images
to a PC.

Wip £l Esc

USB Morse typeS
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